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NOTATION

R = Radius of Echo II
e;(f) = incident wave -
. e-{f) = reflected wave
eolf) = output of "the matched silier' in receiver
c = velocity of light
fo = carrier frequency of the transmiwcu wave
(x,v,2z) = rectangular coordinates with the origin at the center
of Echo il and with the z axis of the s2n.¢ of rotation
of Echo II
(R, 6,9} = polar coordinate expression of (x,y, z)
AT = apparent time delay in the wave reflected from a point on the
surface, measured by the difference between p(8, $) and the point
on Echo II which is nearest the transmitter, i.e.,

AT = 2R (1 o sin 6+ cos &)
(4

Af = apparent doppler frequency in the reflected waves, i.e.,

Af =E£9.{2R sin 0° sin ¢
c
[X(8,6,f4, Tg) | = ambiguity function of the output of a filter which
is designed to match the reflected wave from a
point, p(8,¢) cf the su-iace,

3
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ABSTRACT

A possible waveform for measuring surface characteristics of
Echo II is described.

It is assumed ir this paper that we use a2 monostatic radar system,
and that both transmitter and receiver are located on the x axis,

The result shows that the wave is realizable, although requiring wide

transmitter and receivar band‘v"idﬂis,
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DETERMINATION OF A PULSE TRAIN TO DETECT
THE SURFACE CHARACTERISTICS OF ECHO I

1. DETERMINATION OF THE TRANSMITTED
WAVEFORM

Suppssc a pulsée i{rain (Fig. 1) is iransmitted. The wave reflected
from a strip on the surface (Fig., 2) has both some given deppler shift,
Aiyi, and ranyge delay, ATYizj.

The ambiguity diagram of the output of "a matched filter' wh.ch
matches the reflected signal frorn. a point, (yj, z; ) is shown in Fig. 3 in
the form of a frequency spectrum. If only the mam lope spectral cora=-
ponent of the received sigral is allowed to pass through the receiver,
high doppler resclution can be obtained, although a Jarge araount of
power from the received signal will be lost,

In order to detect surface characteristics with a resolution of
(2M=1) cells along the y axis by using only the main lobe components in
the signals, we may arrange channel separations as shown in Fig. 4.

The heights and widths of the main lobes of the received wave
vary as a function of the reflection point, as shown by dashed lines in
Fig. 4.

The transmitted wave may be selected by f{itting it to the lobe at
the center on the surface, since changes in the width of the lobes are
very small in Echo II which is slowly rotating.

As is known, the formula for the main lobe can be written by the
ambiguity function as follows:

o0
1 [x@g0,450] - (A(9,¢. R) - ) §
main lobe NiMi- 'I‘ s
i \ oy
sin? rr(fd -— 1A£}NTS
N+M: Ty .
2 (fd . S— irAf)
N+M. Tg
1878-2 1
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Fig. 1. Transmitter pulse traij.,

Fig. 2.

Division of Echo Il surface by small strips.
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Fig. 3. Ambiguity diagram of received signal in the
frequency dom-~in.
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Fig. 4. Channeling in the doppler frequency range by
selecting the main lobes in the received signals.
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where Af i3 the doppier shift in the signal reflected from a point y;

on the y axis and f; is the difference berween Af and the frequency

of the signal which is reflected {rom each of the other portions of

the satellite, Af becomes zero at the center cf the surface of Echo 1I;
then Eq. (2), found by substituting Af = C iate Eq. (1), gives the
ambiguity function of the main lobe at the center of Echo II.

, i
®  sin®n{fge — )N”
N 2 S (d N T ) 8
L.

4
H

(2) [X(0,0,fg,0) | = \Aw,qa,R) .

i

The parameters of the transmitted signal; i.e., (1) the length of the
Fuise train (NTg), (2} the spac< between each componert pulse (Tg),
{3) the width of a coinponent pulse (Aj, and {4) the repetition period of the
pulse train (’ﬁTﬂ . Tg), are now estimatzad.

A, The Length of the Pulse Train [NT,]

Figure 3 showe that the width of the main lobe is equal to the inverse
of the length of the pulse train [NTS] , hence an increase in NT; cor-
responds to a narrower main lobe and an increase in doppier resolution.

By omitting the sampling fa~tor and normalizing the amplitude com=
ponent in the Eq. (2), the expression for the main lobe at the cznter can
be written as

.2 . \z
sin” w f3NTg ‘(sin A
(wfq NTg)? A ’

(3)  [X(0,0,£4,0)] =

where N = wigNTg.

Consider next the channel separation of the matched filters. Tlhe
center frequencies and bandwicths of the matched filters are selected so
that adjacent filters ovverlap at their half-power points; then

[ sin X
(4) ( O)z =1 , from which we get
g 2

1878-7 . 4
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(5) Ng = 1.39 = "fdoNTg: hence

1.39
6 =
©) a4 wNT,

By dividing the doppler frequency range, +Afmax through -Af .., inte
(2M=~1) segments, corresponding to (2M«1) lobes (Fig. 4), we get

1.39 \ 24
(7N (2M=1) - TNl 2 = (Afax = L =Afmax)) = 2815
where
Afmax = -f—, f,2R is the maximum doppler shift of the received
~ signal.
Then

1.39 5 2
8 ZM=]V —2-12=2 £ f QR .
( ) ( % TrNTs C °

Rewriting £q. (8}, we get an expression for the length of the pulse
train [T liice.,

C1.39

(99 NTg 2 (2M=1)
2rf QR

Equation (9) is written with an inequality sign to allow for some marxgin
in channel separation, recalling the inverse relationship between the
length of the pulse train and the width of the main lobe in the frequency
spectrum,

B. The Space Between Component Pulses [Tg]

Figure 5 shows that the distance between the main lobe and the
first side lobe is equal to the reciprocal of T, where T  is the distance
between the pulses., The matched filters must be designed to pass only
the main lobes of the signal spectra, hence consideration must be given
to side lobe rejection. A decrease of T; leads to further separati n of
the side lobes from the main lobe. In determining the maximum value
for Tg, it is necessary to consider the rejr ction of the side lobes of

1878-2 5
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the reilected signal with maximum dopple: shift. Note in Fig. 5 that
the side lobe nearest the main lobe of the signals due to +Afmax is

that of the signaj due to =Af ., where Lfmax is the maximum doppler
shift, i,e,, the doppler siift on the y axis at the edges of Echo II, A
similar relation is noted for the side lobe nearest the main lobe of

the -ignal due te -Af ... From Fig. 5 we see that

1 1 1
(10 -3z 248f . + + 1 =2Af + _1 1+-—————\
Ts “max NTS NTS' max NrI.S ) + Afmax J

fo

. . 1 _ 2 20 Rn
2 2{Afmax + =2 Z f QR +
( m NTB> (c o 1.39C(2M—1))

where

1 1 Af
(1 1) = e ~max

and the prime sign of ’I'; denotes the effect of deppler shift in frequency
anc is equivalent to changing the scale unit to 1/(1¥Af/f,) from unity.

In Eq. (10) we see that TAfrmax should be ~Af 4. Rewriting
Eq. (10)

2
=QR
C Cc

(12} Tg<

o ——

1.39(2M-1)

The lower bound on Tg depends on the rejection of side pulses in
the output of the matched filter, as shown in Fig, 6.

To obtain high range resolution frorn the received signal, it is
necessary to detect only the output pulse with the highest peak value,
If T4 is too narrow, it may be impossible to discriminate between the
desired peak pulse and the side pulses of signals reflected from other
points on the surface. This is analogous to the previous discuseion of
undesired side lobes in the frequency doinain. The resulting expression

18782 6
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x(O,-ATmax,O,Td)i\
A
Main Component Pulse // >

: Main Component Pulse
With Moaximum Time Delay ,

Without Time Delay

¥
-
1
- At A 1,
AT,
i *""TS"'\’ max.
Fig. 6. Rejection of the first side pulse of the main pulse,
for the lower limit of T is
l Y
(13) Tg2 ATmax+A+A'=ATma_x+A(l+-———-—— ,
\ 1 + Afmax

. where ATpmay is the maximum range delay time of the reflected

signal and is given by

- 2R

(14) AT .4 = < .

From Eq. {13) we see that =Afy,ax yields the desired lower bound
of Tg. By combining Egs. (12), (13), and (14), we see that Tg must
satisfy the following equation:

2R 1 ¢ - 'é an

’ (15) = +A(1+ —— |S T < ’
C 2 4L R m
) 1-=0R 1 + ——
C 1.39(2M~1)
1878=-2 8
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C. The Width of a Component Pulse [A]

We know from general theory of pulse radar system, ihat range
resolution depends on the transmitted pulse width and the bandwidth in
the receiver. The width of a component pulse in this system also has
close relation to the range resolution of the surface characteristics,

In this paper we will treat two different processes for determining
A from two different definitions of range resolution on a satellite surface,
One of the definitions is seen in Fig., 7a; the othe: In Fig, 7b. Figure 72
shows that the surface is sc divided into Ay; and Axj such that the Ay;

z

€ T [ "
I K y
1231
I ] '
(I | !
f =] 4 J
1]
[

(a) Equispace Strip Along (b) Equispace Strip Along
The y Axis The x Axis

Fig. 7. Two different definitions of range resolution
on the Echo II surface,

are oi equal value and the Axj vary with i. Ax; varies between its
minimum and maximum values, 8x.,i;, and Ax,. .., respectively, with
varying i:

(16)  Bxpmin € A% € Axpmay -

In the x~y plane

- In2 _ 2
(17) xi—JR y; -

1878-2 _ ‘ 9
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Taking a derivative of Eq. (17) we get
(18 2% - _Yi

Axyi xi
or
19)  Jaxi] = [- Iy |.

-n3

1

The resolution (Ay;) along the y axis is

(20) Ay; = Ay = _2R
1 S

L

For Axj, assume its minimum value, Ax,in, at yj = —A—ZX (Eq. {21)); and

its maximum value, Axp .y, at y; = R = Ay (Eq. (22)):

Ay
(2)  |Aaxg .| = 2 - By |
R2.[AY )2
)
(22) iAxmax' = l_(.R_'_éZlé!__

IR? < (R-Ay)2! .

By substituting Eqs. (21) and (22) into Eq, {16),

AY A
(23) ' 2 Y (R-Ay)Ay

J R? -(_Aélf )z [R* -(R-ay)?

From the relation of range resolution to pulse width (Fig. 8),

’<= |ax;| <

A
(24) E.é_)f_i. = memm—————— or
C 1 1 Afmax
fo
1878«2 10
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-'; ZM-~-1

;ng.'
3
ca
AXy = e
. i 2
2 1i—nR)
(125

By substituting Eqs. (20) and (24) into Eq. (23), the pulse w.dth
/s is determined as

= 2 ) ( : : :

P, 1 - = QR - o
R(ZM—I) ( c R{Z 21\4..1) 2M-1(1+ c UR
SAS T

’

A'i"’l by Ty

Fig. 8. Resolution between adjacent two signals
in the time domain,

Figure 7(b) shows that the surface is divided by equi-spaced sirips
of widths Ay and Ax. From the definition of Ax, as seen in Fig. 7(b),
we may estimate the range resolution which has constant value along
the x axis, We define the same resolution along the y axis as Eq. (20),

2R ’ L
(26) Ay = , : i

and we may also define it along the x axis as

(27) Ax =

1878-2 11




Changing the dimension of distancc Ax to time A, the width of a component
pulse wii.. the doppler effect is considered as

t .-._..._ZAx = ..2.. 2R
(28) A C C 2M-1 '’
where
A A
v 2 ¥
+ max + £
-~ -C QR

o]

rom the definition of range resclution we may select -é QR
for T = Qr and write Eq. (28) with an inequality sign:

2 2R 2

Equations (25, and (29) show the width of the desired transmitted
pulse wave resulting from two different defirnitions of range resolution,

D. The Repetition Period of the Pulse Train {N+M + T,]

N+M « Tg can be determined by estimating the maximum distance
between Echo Il and the radar station. The relation between the maximum
range, I'maxs and the repetition period, N+M - Tg, is shown in Fig, 9;
i.e.,

— ' _ 2Ymax !
(30) N+M * Tg = —Z— +2NT,
or
—_— 2r Lfmax -
(3) N+M - Tg = --’c-‘El‘ (1 t "‘f;—')* 2NT,.

From the definition of maximum range we get the result

—_— 2rmax (.. 2
(32) N+M TB % —"-6-—-—- kl + 75 QR)"“ ZNTas

1878-2 12
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—(N +M) Tg

‘b) Matched Filter Output

Fig. 9. Relation between maximum range, rmax,
and repetition rate, N+M-Tg,

II, QUANTATIVE CALCULATION FOR ECHO 1

Following are the parameters needed to calculate a suitable

pulse train for detecting the surface characteristics of Echo II;

1878-2

L]

3 X 10° m/s,
_ 135!
2

C

=20,6™,

x
!

2r rad
=<0 =0,12572¢,
Q =z 1

£, = 2.270™°,
M =10, and

NM

Tmax = 5.0000 " = 9,26 X 106™
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By putting the above parameters into Eq. (9), {15}, {25), (29), and (32),
we can determine the desired wave as shown below,
A. [NTg]: The Leng'h of the Pulse Train
: :
i
From Eq. (9), ;
3
2M-1)1. 39C 1,9% 10 X 1,39 X 3 X 10° 3
(33) N1,y EEULIC
2w, QR 2X3,14X 2, 27X10%X1,25X 107! X 2, 06X 10 :
9:
= 0,215 sec. ’

[A]: The Width of a Component Pulse

From Eq, (25),

2 2 2 \
R(“"—"“'j(l - = ﬂR) ‘ ( Qr

le “\2M-1 ! \1 ZM-I
or
2| 2><1.25><10“XZ.06X10)
nf>/ Plhendiy X oy
2.350 joxgw) \ 1 3 X 108
2 2
X 108 1-(__
sx 108 [t~
(1_ _.3._)2(4)(1 ; zx1.25x1o-1xz.06><1o)
1 19 3 X 108
sag 2 Z
3 X 10°J -\1 - -2- T
Then '

9 Sec

(35) 7.3 xX 10- <= Y § 6.04 X 10-7 sec

From Eq. (29)

1878-2 ‘ ‘ 14
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2-
(36) A< \

) 2X1,25%X10°! 5. 2,06 X 10 )
X X 2.06 X ( -
Z z 2 10{ 1 68

3 X 10% X 19

-8 SsecC

3

£1.44 X 10

C. [Tg]: The Space between Component Pulses

From Eq. (15)

re—

C,/l - %QR)
. 2R - 1 \

L / v
l1-—=0R QR+ T
C 09“\ 1,39(2M-1)
or
2 X 2,06X16 A ()4 1 \
3% 10° Vo, 2X1,23X1071X2,06X10
3% 108
-1
A 2 % 10° (1 _2X1.25 X 108 X 2,06 X 10\
< Tg< 3X 10 )
4..2,27TX10% 1.25X 10”1 X 2,06 X 10
3,14
14— |;
1.39X 19
then

1,39 X 1077 +A< T <1.08 X 1072,

By assuming & = 6.04 X 10~7 %%C, the result is

(38) 7.43X 1077 %€ ¢ T < 1,08 X 107 ¢ |

18782 15
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D. [N+M : Tg]: The Repetition Period of the
Pulse Train

From Eq. (3<2),

— 2r..
(39) NIM-T, > ’(‘;“- (\1 - "26 QR>+ 2NT_,

2X9 26x106x(1 _ 2X1,25%10-1X2,06X10
- 3 X 108

3 X 10"

ana

{40) N+M-Tg > 0.49°%°%C,

E. [N]: The Number of Pulses in a Train

From Egs. (33) and (38),

_NTg _2.15X 1071 2,15 X 10~
(4) N = T,  7.41X 10°7T 7 1.08 X 10°% »

= 2.9 X 10° ~ 2 X 10,
i.e.,

(42) 2X10< N<2.9X10°%,

F. [M]: The Space between Successive Pulse Trains
in Terms of Component Pulses

From Egs. (33) and (40)

o

“H:I'TS M- .49 =2.3

(43) =
NT,4 N 0.215

or

(44) M =N(2.3-1) = 2.2N.

1878-2 16
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Substituting the value of N from Eq. {42) into Eq. (44) we get

(45) M =2.2X2X10~ 2,2X 2,9X10°
or

4,4X 10< M< 6.9 % 10%

v

Referring to the general philogeophy radar system design, we

may determine the finite values of A, Tg, N, and M as follows: .

[A]--Because high range resolution depends on small values of A,
the smalilest vaiue of A within physical capabilities should
Le chosen, l.e., & = 7,3 X 1077 sec,

[TS] -« For the maximum received signal power choose the smallest
possible value of Tg to provide a high duty cycle, i.e.,
Tg = 7.43 X 1077 sec.

[N]--From Eq. (41) we see that for the smallest value of Tg we get
the maxirnum value for N, i.e., N = 2.9 X 10°,

[M]——Similarly, from Eq, (44), when N assumes its largest value,
M takes on its maximum value, i.e,, M = 6.5 3 10%,

Thus the results are
FA =7.3X%X 10" sec

Tg = 7.43 X 1077 sec
(46)

3

N = 2.9 X 10°

1§

M =6.5X% 103 ]

Besides the above considerations, it is necessary to estimate the effects
of noise, jitter in the pulse repetition period of the transmitted signal,
and the propagation loss of the medium, These effects are outside the
scope of this paper.

1878-2 17
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III. CONCLUSIONS

This report concerns determination of a pulse train which is
suitable for detecting the surface-characteristics of Echo II. As
shown above, the parameters of the pulse train are realizable al-
though wide transmitter and receiver bandwidth are requi.ed.

In d~tecting the characteristics of Echo II it seems tc be more
difficult to get high range rcsolution than high doppler resolution,
gsince detection of doppler shift has less stringent bandwidth re-
quirements and can easily be accomplished by comparison with a
reference i{requency.
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